MX500/MX650/SX500 SWING ARM
Razor REPLACEMENT INSTRUCTIONS
® ® PART #W15165070281

Required Tools: (Not included)

e Two (2) 5 mm Allen wrench
¢ 10 mm Allen wrench

A\ WARNING

A CAUTION: To avoid potential shock or other injury, turn power switch OFF and disconnect
charger before conducting any assembly or maintenance procedures. Failure to follow these
steps in the correct order may cause irreparable damage.

Step 1 Step 2

Using two (2) 5 mm Allen wrenches, loosen and Using two (2) 10 mm Allen wrenches, loosen and
remove the coupling bolt that connects the swing arm remove the two (2) bolts that hold the swing arm
to the rear shock. attached to the frame.

Need Help? Visit our website at www.razor.com or call toll-free at 866-467-2967 Monday - Friday 8:00am - 5:00pm Pacific Time.
y



If you only have one (1) 10 mm Allen wrench, you can To install a new swing arm, reverse steps 1-3.
insert a small screwdriver info the opening at the bottom
of the frame and through the hole on the frame spacer.
This will stop the spacer from spinning and allow you to

loosen the bolts one at a time. Once you have removed ATTENTION: Charge battery 12 hours before
both bolts, pull the swing arm away from the unit. using.

NOTE: It is recommmnded to remove the rear wheel and
motor before removing the swing arm.
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